KE l: SEMICONDUCTOR KTA1704

KOREA ELECTRONICS CO.LTD. TECHNICAL DATA EPITAXIAL PLANAR PNP TRANSISTOR

AUDIO FREQUENCY POWER AMPLIFIER
HIGH FREQUENCY POWER AMPLIFIER

FEATURES
« Complementary to KTC2803.

MAXIMUM RATINGS (Ta=25C) DIM |  MILLIMETERS
A 8.3 MAX
CHARACTERISTIC SYMBOL| RATING | UNIT 2 L
D 23.1£0.1
Collector-Base Voltage Veso -120 \% Ll 35
F 11.0£0.3
G 2.9 MAX
Collector-Emitter Voltage Veeo -120 \% I 1.0 MAX
J 1.9 MAX
Emitter-Base Voltage VEego -5 \Y% - S
| M 2.3£0.1
DC -12 | N 0.75£0.15
Collector Ic A 1. EMITTER 0 16
Current Pulse ’ 95 2 COLLECTOR -
(Notel)
Base Current Is -0.3 A
TO—-126
Collector Power Ta=25¢C P 15 W
. C
Dissipation Te=25C 20
Junction Temperature T 150 T
Storage Temperature Range Tsg -55~150 T
Note 1 : Pulse Width <£10mS, Duty Cycle<50%
ELECTRICAL CHARACTERISTICS (Ta=25T)

CHARACTERISTIC SYMBOL TEST CONDITION MIN. TYP. | MAX. | UNIT
Collector Cut of Current Icro Vep=-50V, Ig=0 - - -1 LA
Emitter Cut of Current Irno Vep=—4V, Ic=0 - - -1 LA
Collector-Base _ B B B
Breakdown Voltage Vinrcro le=-10uA 120 v
Collector-Emitter _ B B B
Breakdown Voltage Vaarcro Ie="1mA 120 v
Emitter-Base _ B B B
Breakdown Voltage Viarrno Te=-10uA 5 v

hre(1)Note | Vep=-5V, Ic=-50mA 100 - 320
DC Current Gain

hrr(2) Vee=-5V, Ic=-500mA 20 - -

Gain Bandwidth Product fr Ver=-10V, Ie=-50mA - 110 - MHz
Output Capacitance Cob Vep=-10V, f=1MHz - 30 - pF
Col]ectgr—Emltter Versan Ic=-500mA, Ip=-50mA - 015 | -04 v
Saturation Voltage
Base-Emitter Saturation Voltage VEBEGsay Ie=-500mA, Iz=-50mA - -0.85 -1.2 \%

(Note) : hpp(1) Classification Y:100~200 , GR:160~320
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